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Rosewood 2 Brown Rswd 8015

Rosewood 1  White Rswd 8015

Golden Oak/Chry 2  Caramel GOak 8001

Golden Oak/Chry 1  White GOak 8001

Irish Oak 1  White IOak 1011 

Cream 1  White Crem 9001    (C) 

Cream 2  White Crem 9001    (C)

Beck Brown 1  White Blck 8022    (C)

White 2  White Whte 9010    (C)

Anthracite Grey 1  White Anth 7016    (C)

Anthracite Grey 2  White Anth 7016    (C)

Anthracite Grey Smooth 1  White Anth# 7016    (C)

Silver Grey 2  White Silv 7001   

Slate Grey 1  White Slte 7015      

Irish Oak 2  Caramel IOak 1011 

Chartwell Green 1  White CGrn -

Ex-Stock 4 Weeks

This chart should be used in conjunction with the Lamination wall charts.

    VEKA HALO VEKA HALO Imagine

Colour Sides/Base Ref RAL Colour M70 S10 MFS Rustique Bi-Fold &

        French Doors

Brilliant White Light Ivory Agate Grey Pebble Grey Windsor Balmoral Basalt Grey Monument Oak AnTEAK Natural Oak Mountain Pine

Light Oak Walnut V Regency A Siena PN Dark Green Steel Blue Dark Red

Anthracite Grey 
Smooth

White Cream Chartwell Green Silver Grey Slate Grey Anthracite Grey Beck Brown Irish Oak Golden Oak Rosewood

The following colours are available to agreed lead times, typically 4 weeks. 

Colours 
The following colours are available as Ex-stock. 



 Imagine HALO VEKA HALO VEKA HALO VEKA VEKA HALO
 Patio Fully Reversible Fully Reversible Vertical Slider Vertical Slider Single Rebate Single Rebate Ancillaries Ancillaries

      Comp Door Comp Door

(c) Consolidated profile selection  
A selection of the most popular profiles specifically for foiled demand

MOQ
1 Pack (made to order by agreement)

Notes
The RAL colour references shown in this 
document and swatch book are shown as 
the nearest match to that particular foil and 
as such will not be an exact match.

Please agree any colour match with your 
customers / paint suppliers prior to use.

Guarantee Notes
Guarantee is ten years for all colours for 
the UK and RoI only. Please contact the 
VEKA Group customer services department 
for guarantee periods for supply into other 
countries.

Guarantee periods cover the performance 
of the foil in terms of its weatherability and 
colour fastness.The guarantee period as 
indicated above will become void if the foil 
is over painted (due to solvents / chemicals 
found within the paint attacking the acrylic 
top layer of the foil).

Chemical Resistance
Laminate foils are resistant to normal 
household cleaning agents e.g. ammonia 
water, alphatic benzine, light alcoholic-water 
solutions, cleaning agents (non-abrasive), 
water and building materials e.g. cement, 
gypsum.

Laminate foils are not resistant to any 
other organic solvents, mixtures of organic 
solvents and preparations containing 
organic solvents e.g. varnish thinners, 
varnish removers, polish and adhesives.

Maintenance
Appropriate cleaning with a damp soft 
cloth using mild detergents, excluding 
abrasive products. No further maintenance is 
required for the PVC.
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Images are for illustration purpose only. We reserve the right to change product specification at any time.
Due to the limitations of the printing process we recommend that an accurate colour swatch is requested prior to ordering.  
The company cannot accept any responsibility for colours or images shown in this brochure.
All information within this brochure is correct at time of going to print.
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